HOW TO REMOVE PRESSURE MARKS,
DENTS AND CREASES IN LEATHER
Leather sometimes gets pressure marks, dents or creases. Pressure marks
happen when leather is wrongly stored or a heavy and/or sharp object has
been putting pressure on the leather for some time. Also the sitting area of furniture or car seats can get creases and deformations
as the surface gets stretched. Improperly stored leather clothing can become wrinkled.

PRESSURE MARKS OR DENTS

To remove pressure marks, the leather surface can be heated with a hair dryer or heat gun. Then try to remove the pressure mark
by massaging the leather. Push and roll the leather from all sides to try to bulge and li the pressure mark. Also cool down rapidly
the area a er heating with a cold iron or cooling element. Both methods can be tried in parallel. The work is easier if the back is
free and you can push from behind.
The longer the pressure was applied for, the harder it is to get the pressure mark removed. If the time was too long the fibres are
already irreversibly deformed. The leather is then embossed. Pressure marks cannot be removed with a product. Always expect
only an improvement, but not a complete disappearance.

CREASES

Seat areas of cars and furniture can get deformed and creased. Also wrongly stored leather clothing can become wrinkled.
Deformations in seat areas cannot be removed. Even if there is an improvement, the deformations will return a er a short period
of use. By loading the leather it buckles always in same areas. Also the padding underneath gets softer. The fibres in the leather are
overstretched over and over again and compressed at such areas and a er a lot of repetitions, they cannot return to their original
position. It’s comparable to a crumpled paper, which cannot be completely smoothed again by ironing. The creases will always be
recognisable. Neither a product nor a simple trick can remove those wrinkles and deformations. To a certain extent this patina
belongs to leather upholstery. But strong, striking folds do not embellish older leather.
Only saddlers and upholsterers might be able to remove such damages through upholstery work. Wrinkled leather clothing can be
improved with stretching and heating with a hair dryer. If this doesn’t work, washing or dry cleaning may solve the problem.

Such deformations are normal in the

Strong pressure mark over a longer

Such deformation is not nice, but

seat area of older cars

period. No warranty to get it

can occur on leather

removed

COLOURLOCK UK • Westhill Trading Ltd.
Unit 4, Maple Industrial Estate, Maple Way, Feltham, Middlesex, TW13 7AW, United Kingdom
Tel. (+44) 203 793 9125 • Mobile (+44) 7739 579 694
e-mail info@colourlock.com • Web www.colourlock.com
Document version date: 19/02/2020

